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ENVIRONMENTAL CONSULTING 8 MANAGEMENT
ROUX ASSOCIATES INC

1222 FOREST PARKWAY, SUITE 190
WEST DEPTFORD, NEW JERSEY 08066
856 423-8800 FAX 856 423-3220

September 16, 2005

Victoria E. Ioff

Remedial Project Manager

United States Environmental Protection Agency
Region III

1650 Arch Street

Philadelphia, Pennsylvania 19103-2029

Re: NGK Site Work Plan

Dear Victoria:

On behalf of NGK Metals, Inc., Roux Associates, Inc. is pleased to submit 3 copies of the
document entitled, “Work Plan for Assessing Groundwater Conditions in the Vicinity of
the NGK Metals Site, Reading, Pennsylvania”. The document incorporates the changes
requested in your letter of August 3, 2005.

I spoke with Joel Hennessey, and he indicated that he will review the document on
September 26, upon his return from vacation. We also agreed that if he has no other

comments, we do not need to meet on September 28, as now planned.

I look forward to moving ahead on the project, and appreciate your help, as always.

Sincerely,é,l Lﬁ \‘/

cc: Lynne Woodside
NGK Metals Corporation
917 US Highway 11 South
Sweetwater, TN 37874

NGK132801J.03
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1.0 INTRODUCTION

Roux Associates, Inc. has prepared this scope of work for evaluating the effectiveness of the
groundwater remedy at the NGK Metals site, located in Muhlenberg Township, Berks County,
Pennsylvania. The NGK site, a former manufacturing facility that ceased operations over 4 years

ago, is undergoing Resource Conservation and Recovery Act Corrective Action (RCRA CA).

Figure 1 is a site location map. Histoﬁcally, the NGK facility extracted beryllium from imported
ores. The process resulted in waste material called “red mud”, which was deposited in disposal
areas on the property until the mid 19605. The disposal areas and associated groundwater
contamination were the principal subjects of RCRA CA investigations, and the 1994 Statement
of Basis, resulting from those investigations, required NGK to properly close the disposal areas

and extract and treat the groundwater beneath the site.

RCRA closure of the main disposal areas has been completed, and the remaining source areas are
scheduled to be completed by June 30, 2005. At that time, all remedial actions required by the

Statement of Basis for the source areas will have been completed.

"The onsite groundwater is impacted by bérylliurn, chromium, and fluoride exceeding maximum

contaminant levels (MCLs). The groundwater recovery system became operational in 2002. It -
removes metals from the extracted groundwater prior to discharge into Laurel Run. During the
course of renewing the NPDES Permit for the groundwater extraction/treatment system, the
Pennsylvania Department of Environrhental Protection (PADEP) and the Muhlenberg Township
Municipal Authority (MTA) commented that Laurel Run may be a losing stream, with the
resultant effect that fluoride in the discharge may migrate into the aquifer and ultimately impact

offsite groundwater.

ROUX ASSOCIATES INC 1 | NGK132801.3






2.0 REVIEW OF EXISTING DATA

2.1 Historical NGK Site Data

Historical groundwater data indicate that the limestone aquifer was impacted by offsite migration
of fluoride, chromium, and beryllium originating at the facility disposal areas. Data frorﬁ the
1980s showed groundwater impacts southwest of the site at MTA’s Reading Crest Well, a
residential well (called well OS-1), and Mammoth Spring, which discharges to Laurel Run near
its confluence with the Schuylkill River. These locations are shown on Figure 1, extracted from
the sitt RCRA Facility Investigation (Dunn Geoscience Corporation, October 25, 1991).
Groundwater data collected from wells at both onsite and offsite locations from the late

1980s/early 1990s to the present are shown in Table 1 (prepared by GES).

The data indicate that although site-related constituents (SRCs) continue to impact the
groundwater at the NGK site, offsite rri_bnitoring points no longer appear to be impacted, because
natural attenuation processes and corrective actions may have reduced the levels of SRCs to
below MCLs in the offsite areas. This lack of offsite impacts was evident even before the
extraction/treatment system was installed at the site and is reflected in groundwater quality data -

from the MTA production wells in the vicinity of the site that MTA submitted in response to the
USEPA’s request. '

2.2 Regional Hydrogeology _ A
The area of interest is west-central portion of Muhlenberg Township, between Allentown Pike

and the vicinity of Laurel Run, a tributary to the Schuylkill River. The limestone aquifer in the
area of interest is the Allentown Fm., with the Tuckerton Member in the eastern portion of the
area, and the Muhlenberg Member in the western portion. The aquifer is anisotropic, with
preferential flow pathways along bedding planes, joints, fractures, and faults, some of which may
have open conduit .ﬂow characteristics. To better understand the flow characteristics of the

aquifer, anisotropy features have been evaluated, including:

¢ the strike and dip of the limestone units;
e regional fracture traces;
e regional potentiometric surface maps; and

o - karst features such as springs, sinkholes, etc.
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The regional structure of the area of interest is dominated by a broad anticline with a southward

trending axis. Superimposed in the area of interest is a southward plunging anticline with its axis
just west of Laurel Run, and a north plunging syncline to the east. Laurel Run appears to have
developed along the contact between the Tuckerton Member and the less calcareous, more

resistant Muhlenberg Member. Numerous smaller folds are superimposed, resulting in local

~ changes of bedding attitude over short distances.

Figure 2 shows the results of a fracture trace analysis conducted using historical aerial
photographs of the area obtained from the Pennsylvania Topographic and Geologic Survey.
Stereo pairs from 1947, 1964, and 1968 were examined to identify linear patterns and sinkholes
that appear to be related t6 bedrock fractures. These photographs will be scanned and transmitted
electronically to USEPA Region III. The areas north-northeast_' and south of the NGK plant were
mostly obscured by development, making the analysis difficult in those areas. However, it can

be seen that there is a major fracture set that trends north-northeast throughout the area, and a

‘secondary set that trends approximately northwest. The pathway of Laurel Run appears to be

partly controlled"by the contact between the Muhlenberg and Tuckerton members, and partly by

bedrock fractures.

ROUX ASSOCIATES INC 3 ‘ : NGK132801J.3






JULY 7, 2004

9413X001.DWG

g g DW—28 SW-23 — DW-20 * 59 | 8
=1 s JUL-93  <0.01 JUN-91  0.112 JUL-93  0.36 9 = AT .
e 2 MAY-02 _<0.002 MAY-02 _0.53 | -~ |DEC~93 036 [=f Y Sw-1d___ 11> “oh N
w w o " /|MAY-02  O.104 L1 Lo DEC-89  0.28 w
¥ OCT—03 _ 0.0905 = it MAY-90 0.266 f o
o . - )
P R 1 3 MAY—02 0.265 j ®
DW-16 SW-16 Dw-27 \"\ 5 © (\Nﬂz 2 ) : 0CT—03  0.128
DEC—89 <0.004 DEC-89 0.0112 DEC-93  0.10 | , CU— i T ]
MAY—90 <0.004 MAY—-90 0.0082 APR-94  0.188 -l | S
MAY-02 <0.002 MAY-02  <0.002 MAY-02  0.213 _ T ] DW-—30 :
OCT-03 _ 0.0108 0CT-03 0135 | g © . > a%:(—%:; o<g‘.‘%18
'/ v = 4 " = - T
[ TS \ I,'n My 7 TGO
pS ( l I3 DW-15 ”\‘5
sl e SW-22 — ! DEC-89 <0.004
N 11,500 N S s e’// 1 MAY—-90 <0.004 N 11,500
e D T @ N |JUN—81  0.00062 ;
% ) V4 C»" e = /// - /“'W31 \\ . i” g ime MAY—-02 0.0031 r' f
" B g i g | \ \ 4 H \ - i 1
DEC—93  <0.01 2 O e - \ Y =21 | SW-15
MAY—02 . W F kgt % TR DEC-89  0.36
\ j dr MAY-90  0.553 LEGEND:
. ' | JUN-91 o.;ss;
. wesiy ) y) MAY-02 0.76
. - \ z / i _
2 Q ; > [’g/ j / OCT-03 _ 1.01 —— ———— APPROXIMATE PROPERTY LINE
- . i * .
% a— 3 e — EXISTING BUILDING STRUCTURES
= \ L 2 S 5}9 / SW=11 S
t ) = N lloEc—89  0.102 [===r—1 W-17 @ EXISTING SHALLOW MONITORING WELL
k) 2 ) MAY-90 0.053
RCRA = o a JUN=91 0.0191 [ DwW-12 o EXISTING DEEP MONITORING WELL
°\ CAPPED e
= OND 1 - WELLS(U) @ EXISTING LANDFILL WELL
. N WASTE
] oL g ] TREES AND SHRUBS
\ e - Al MARSH
MANUFACTURING AREA
~ SLANT hr=’:‘~=:-: ———~—— EXISTING FENCE UINE (TYP.)
EDGE OF TREES (TYP.)
DEC—89 <0.004 — XISTING CON
Moy o 9006, o (E'NSRHEGA; ZLSTJ;C LINES
JUN-91  0.00063 - ——
MAY—-02 <0.002 WEST RED e
=1 S C— oo Anea SW=6 o > GUY WRE
i H[_"\\ DEC-89 0.288 | / {\ R e GROUNDWATER COLLECTION MANHOLE
ST MAY-90 0272 [z~ 5 o RISER PIPE
DEC—-89 <0.004 JUN-91 0.269 |/ SW= LIGHT POLE
MAY—90 <0.004 = \ DEC-89  <0.004 X
MAY_02 <0.002 o . MAY—-90 éobc:o;t Y UTILITY POLE
: : JUN-91 -011 © ELECTRIC BOX
s O I\ g DEC—-89 ~ <0.004 I K # J ESTIMATED VALUE
D) B\ i MAY-90 <0.004 |/ N
SwW-7 JUN-91  0.026 [l Dw—% _—
DEC-89 0.0308 DEC-83 Q. S—
MAY—90 0.0606 [; MAY—-90 0.0178 NOTES
JUN—91 0.0466 | DEC—89  0.035 RCRA CAPPED JUN-91  0.0083 LR S
MAY-02 00368 MAY-90  0.0281 M- ‘ 1. CONCENTRATIONS IN mg/L
1 JUN-91  0.015 ‘ . ma/L.
\\w\ -IMAY—02  0.0561 & )
o0CT—03 0.0538 SW-20 2. METALS RESULTS FOR DATES SHOWN IN
DW-32 : BOLD ARE TOTAL CONCENTRATIONS FOR
DEC—93 0.025 £ SAMPLES COLLECTED AT END OF PUMP TEST.
APR—94 0.054 F N {10,500
MAY—02 0.0526 [+ ! } ETW[“
0CT-03 _ 0.0509 5T 1S ’
%] //z/,/ gy &
P pe— REFERENCES:
‘  RLE SHSC e AT, s COMTLSD D cpeeTed
4 1A X .
o RESIDUAL WASTE ! i &) 250 KAPPA DRIVE, PITTSBURGH, PENNSYLVANIA 15238
j\/* LANDFILL AREA } fo @ BASE MAP TOPOGRAPHY REWISED 9/21/98
-_! 3 JQ BY MVITILLO CORPORATION, 150 D LOVE ROAD,
@ ‘ \_}[3 —mER READING, PENNSYLVANIA 19607.
o j oy
“ ~\ TREATMENT i 1
T FACILITY ;
L o ’ > r )
= = d 0’ 100" 200 400
S\ P e ——
| o | y SCALE
a
/\ 3 N |
o pepsiputibtaleil s e
. el 3
ézl WATER 1% 3 C‘:. FIGURE 1
N"10.000 2\ \ V 7 o IR s N 10,000
RN ;= VA i o =7 ON-SITE GROUNDWATER
i -
[ SW=8 DW—12 SW-12 SW=10 DW—10 J QUALITY MAP-BERYLLIUM
DEC—89 <0.004 | U|DEC—89 0.0159 DEC-89 O. DEC—89  <0.004 DEC-83 <0.004 DEC—89 0.0088 DEC—-89 <0.004
L _IMAY-90 <0.004 | _{MAY-90 o0.0149 | IMAY-90 . MAY-90 0.0072 MAY-90 <0.004 MAY-90 <0.004 MAY-90 <0.004
\ JUN—91  <0.004 PPlUN—91  0.0132 Juun— ) JUN-91  0.0002 JUN-91  <0.004 JUN-91  <0.004 JUN-91  0.0019 °
AMAY-02  <0.002 \ JAUG-93 0.014 [\ lJUN-93 . WL-93  0.024 MAY—02 <0.002 |- |MAY-02 <0.002 AY—02  <0.002 ]
MAY-02 0.0022 [-MAY-02 O. MAY-02 0.0074 Lz 3 EARTH T E €C B
Q OCT—03 _ 0.0028J [~~40CT-03 0. OCT-03 _ 0.0295 =
) %‘W . w

(.







3 S DW—28 W23 — w20 * P8 =gl | ] 8
2 p JUL-93  <0.050 JUN-91  0.0363 JUL-93 059 | 9 STy F;g. e
2 2 MAY—02 _0.0084 MAY-02 _0.0283 DEC-93  0.59 = )/‘ S - N
" w MAY-02 0.327 i DEC—89  0.361 o
—_— 0CT-03  0.19 Z mr—&o g-gg; o
“ ° s o MAY-02 0.268 ©
DW=16 SW—16 DW—27 | © > 5 0CT-03  0.066
DEC-89  <0.10 DEC-89  0.351 DEC-93  0.404 [t Y . S - T L
MAY—90  <0.10 MAY-90 0.214 APR-94  0.954 o ~ = S I
MAY-02 <0.005 MAY—02 0.0966 MAY—02 0.237 s = DW-30
OCT—03 _0.00086 0CT-03 052 | ¢y ® = p DEC-93  <0.05
> % » ; MAY—02  0.0442
\ T DW=15 T
3. b SW-220/ DEC—89  <0.10 o
N 11,500 - P MAY~90 <0.10 N 11,500
e = JUN—-91  <0.10
* Q AT | - Dw-:nL\N\ MAY-02 _<0.005

DEC—-93 0.048

¢
2 | SW=15
MAY—02 _ <0.005 A WEL DEC-89  0.165 LEGEND:
\ J . A I ! MAY-90  0.409 -
Y " DTE - < {, JUN—-91  0.135
[ X st r T2 /I gé{_—gg 062:14 —— - ==— APPROXIMATE PROPERTY LINE
A : , = B . 2. 7 : i i-’l" . ; []  EXISTING BUILDING STRUCTURES
& e S : _
1 2 ] —
g

, \\
o RO = ooy SW-21
/

g

% : 3 SW-11 ] SwW-17 @ EXISTING SHALLOW MONITORING WELL
el DEC—89  0.128 [===—1
. DW-12 EXISTING DEEP MONITORING WELL
WELL5(U) @ EXISTING LANDFILL WELL
) TREES AND SHRUBS

2 MARSH
~-——-~ EXISTING FENCE LINE (TYP.)

-
¥
t

Q\
, RCRA =T b |
«\ caPPED
=g OND 1 d j
f”a-\’ \| BWASTE
DISPOSAL

MANUFACTURING

EDGE OF TREES (TYP.)

= PLANT
DW-17 N 11,000 — s, EXISTING CONTOUR
35%:89% 28::8 —— - OVERHEAD ELECTRIC LINES
JUN-91  <0.10 / () o S GUY WRE
- W
MAY. /02 <o!.\o~c\1§ WesT RED V8 ~—~0z— GROUNDWATER COLLECTION MANHOLE
/\1 PR DEC—-89 <0.10 N o RISER PIPE
SW=17 N _310 210 SW—5 = LIGHT POLE
DEC—89  <0.10 - ;
MAY-90 <0.10 aec—ag 0.0343 ‘ Q UTILITY POLE
MAY—02 <0.005 AY—90 0.0558 | T ELECTRIC BOX
~ = DW-9 JUN—91  0.0601 i
\ DEC—89  <0.10 -
9 > L MAY-90  <0.10 ” N &
SW—7 JUN-91  <0.10 DW=5 NOTES:
DEC—89 0.0442 X DEC-89 0.0236 | ___ | NUIE S
MAY-90 0.0428 SW-9 MAY-90 0.0138
JUN-91  0.0309 3 ; — - RCRA CAPPED JUN-91  0.0099 1. CONCENTRATIONS IN mg/L.
- 7 DEC—89 0.377 g
MAY-02  0.0641 ~ . e T IMAT—90  0.451 WASTE DISPOSAL
] CET ek SA|UN-91  0.392 AREA 2. METALS RESULTS FOR DATES SHOWN IN
X - et e = 7 MAY—02 <0.0050 @ Loy BOLD ARE TOTAL CONCENTRATIONS FOR
=) .. 0CT—03  <0.0006 SW—20 SAMPLES COLLECTED AT END OF PUMP TEST.
DEC—93  0.0051 S g 3. 2002 AND 2003 RESULTS ARE FOR

N {10,500 DISSOLVED HEXAVALENT CHROMIUM. ALL OTHER
DATA ARE DISSOLVED TRIVALENT CHROMIUM.

APR—94 0.131

MAY—02 0.0873

0oCT-03 0.055
o

REFERENCES:
BASE MAP MATERIAL WAS COMPILED AND COMPLETED

&

N -~ =3¢ CHANNEL
RESIDUAL WASTE MR \S““ e T BY AERIAL DATA REDUCTION ASSOCIATES, INC.
NDFILL AREA A . N2 e e 280 KAPPA DRIVE, PITTSBURGH, PENNSYLVANIA 15238
a LA N\ - = BASE MAP TOPOGRAPHY REVISED 9/21/98
o N N : / 1 BY VITILLO CORPORATION, 150 D LOVE ROAD,
® . oy ) \ - READING, PENNSYLVANIA 19607.

Nppen

STORM WATER /¥ Y
RETENTION BASIN \

-~

> Y \ .
2| A RN ~
_ _ C TREATMENT oS B \\=mmmamm= f
5\ FACILITY e ey — oS T TR ] ”1[/1 0’ 100" 200’ 400’
\J 3= ")"; » =TT ;
NI \ M\ (o i e
e /
i oY C TR Nt = s v SCALE
j\ : /SF AN =m ~
/% | [ /1/ /)‘ W - PR il EET
Koy o dge ecsersiiss WATER SR
N‘IO,OO'EP-’ y i == 3 ] ) & N 10,000 FIGURE 2
ON-SITE GROUNDWATER

1.42
—|MAY-90 0.617 MAY—90 0.36 {MAY-90 1.27 IMAY—90  0.282 MAY-90  0.261 MAY-90 <0.10 MAY—-90  <0.10
J JUN—91 0.51 JUN—-91 0.219 JUN-91 1.09 {oun-91 0.215 JUN-91 0.198 JUN-91 <0.10 [JUN—-91 <0.10
AUG—93 0.326 \/\UN-QS 0.37 JUL—-93 0.269 MAY-02  0.022 MAY-02 <0.005 MAY—02 <0.005
O0 EARTH T E C H

AMAY-02 _ <0.005
MAY—02 0.0948 [=-MAY-02 0.365 MAY—-02 0.0849 Z

w 0CT-03 _ 0.083 0CT—03 .46 ocT-03 __ 0.13 M \

1Y =2

R o

E 12,000

o\ = == 81 g
M 9 ; - i
DW-8 SW-8 DW-13 DW-12 SW-12 SW=10 DW-10 _
DEC—89 0.501 DEC—89 0.418 DEC—89 . DEC—89 0.364 DEC—89 0.183 DEC-89 0.0159 DEC—-89 <0.10 QUALlTY MAP CH ROM|UM
£

= 2




[ 2



JULY /, 2004

Y41 IXVUD.UWG

. g g DW-28 SW-23 3 = I I
S 9 JUL—93 2.5 JUN—91 23 g A B i
S e MAY-02 _ 0.38 MAY-02 _ 22.2 S a SW-14 Ve N
o w Ly | | |pec-89 42 o
. Cmay-90 17
JUN—91 1 RPN
MAY—-02  19.1
ocT-03 1.7
Dw-30
DEC—-93 9.4
MAY—02 _ 10.6 —
I ()
DW-15
DEC-89 14
N 11,508 MAY~—90 3.3 N 11,500
3.2
6.1
DW--33
DEC—93 .
MAY—02 LEGEND:
{ : /
——~-——— APPROXIMATE PROPERTY LINE
__jJ []  EXISTING BUILDING STRUCTURES
@ —— SW-17 @ EXISTING SHALLOW MONITORING WELL
A DW-12 o EXISTING DEEP MONITORING WELL
’ RCRA !
&\ CAPPED ) WELL5(V) @ EXISTING LANDFILL WELL
N = OND 1 s ) TREES AND SHRUBS
& ¢ \| AWASTE e MARSH
MANUF ACTURING : et o S —~——— EXISTING FENCE LINE (TYP.)
= PLANT A=l H8 i EDGE OF TREES (TYP.)
DW—17 '74' j\,g N 11.000 —Zs. EXISTING CONTOUR
-y X 4 hd
pec8s 39 R i .,gl,f ; / | —_ OVERHEAD ELECTRIC LINES
JUN—91 1.4 \ ek { +———— GUY WIRE
MAY-02 _ 2.49 - : . 3 / ~—-85;-— GROUNDWATER COLLECTION MANHOLE
H DEC-89 42.0 A N ° RISER PIPE
ST - ! MAY-90  22.0 2 Eoms W b. LIGHT POLE
DEC—89 48 ND WUN-91 220 [~ : SN 2 u UTILITY POLE
MAY—-90  0.35 ~ > \ y DEC—89  54.0 .
MAY—02  0.46 =\ _ N MAY—90  31.0 @ ELECTRIC BOX
N - ) ' DW-9 JUN-91  30.0
DEC—89  0.51 !
< / MAY—90  0.20 N k | N &
SW-7 JUN-91 052 A DW-5 | NOTES:
DEC-89 17 0 \ / W DEC-89  0.74 NOIES!
MAY-90 6.4 ! SW—9 S~ Wi MAY—90  25.0
JUN—91 8 } [bEc—89 85 RCRA CAPPED JUN-91 22.0 1. CONCENTRATIONS IN mg/L.
MAY=02  11.2 < {MAY-90 71 WASTE DISPOSAL .
"4~ JUN—91 34 AREA _ 2. FLUORIDE RESULTS FOR DATES SHOWN IN
N " IMAY-02 334 Q et ) BOLD ARE TOTAL CONCENTRATIONS FOR
S 0CT_03 182 SW-20 SAMPLES COLLECTED AT END OF PUMP TEST.
DEC-93 15 1 - 2 .
[APR—94 11 R N O U E?q 110,500
MAY—02 15 : ¥ Rk
oCT—03 _ 13.1
o= @ REFERENCES:
S BASE MAP MATERIAL WAS COMPILED AND COMPLETED
(%) BY AERIAL DATA REDUCTION ASSOCIATES, INC.
280 KAPPA DRIVE, PITTSBURGH, PENNSYLVANIA 15238
BASE MAP TOPOGRAPHY REVISED 9/21/98
oy BY VTILLO CORPORATION, 150 D LOVE ROAD,
0] . STORM WATER READING, PENNSYLVANIA 19607.
o ¥ RETENTION BASIN
Q) A Y GROUMNDWATER N\ -
G@ TREATMENT - z 7= = \ ==
FACILITY = == == it
g,})\, _ . — 0 100" 200’ 400’
. ' e —
N [ BB\ = ol R U
ﬂ e A N e . 1 - Y g A e B B NN N e N N Wi 0 e s et e A SCALE
/}% ', ............ WATER STREET i 3
N“1o.ooér-/)'ﬂ : = ;‘{\ N 10,000 FIGURE 3
Qg =< L g I
o\ -
\/ /I ﬁ? v ON—SITE GROUNDWATER
— -
DW-8 SW-8 y: DW-13 DW—-12 SW-12 SW-10 DW—-10 —
DEC—-89 1.4 | 2|pEc—89 30 DEC-89 10 DEC—89 130 DEC—89 12 DEC—83 1.4 DEC—89 3.5 QUALITY MAP—FLUORIDE
MAY-90  0.74 LeMAY-90 8.0 IMAY-90 16 MAY-90 160 AY-90 3.6 MAY-90  0.33 MAY-90  0.26
{ JJUN—91 1.0 LJUN—91 12 JUN—91 14 JUN~-91 95 N—91 6.1 JUN-91  0.49 JUN-91  0.24 °
I~ ~AMAY-02 _ 0.82 N\ faue-83 195 [fun-e3 175 ! ;JL—QS 45.; AY-02  3.26 MAY-02 _ 0.98 MAY-02  0.25 S
MAY-02 414 |~-MAY-02  22.8 AY-02  24. 3
(ﬂ / 0cT-03 4.5 FKedocT-03 336 ocT-03 _ 51.2 Aﬁ/ ’ o EARTH T E C H
WP a7 A s .







JULY 7, 2004

AMAY—02  <0.002
NOV—03 <0.00034j\!

0.00021

NG

<0.004

JUN=91  0.00021
MAY—02  <0.002
0CT—03 ¢0.00034

o L
/ v -’aﬁy e PR
) /}- 7 - ! ~ AR W

/
N

rAEDR

\3;.\

’§'("”f'§, !

K METALS CORP.|{

(RC) WELL

{[JUN-91  <0.004 |;
WAIMAY—-02  <0.002 k=
-] 0CT—03 <0.00034 i

R ) T_ﬁ““.}‘".x T. ;'»‘:"-" ‘-

9413X004.0WG

AUG-13—-90 <0.003

CIJUN-91  0.092
MAY—02  <0.002

OCT-03 £0.00034

\JUN=-91 <0.004 i
READING CREST 1 7= {MAY=02 <0.002

£0.00034 [

<0.003
<0:003
<0.002 R
<0.003 [

£0.00034
X

s . z
v gomm s D S

ein
prreC S

T

LEGEND:

SW—24 @  EXISTING SHALLOW MONITORING WELL

DW-25 (@  EXISTING DEEP MONITORING WELL
RC @  MUNICIPAL WELL

0S-1 @  SUPPLY WELL

LR-6 W SURFACE WATER/SEDIMENT
SAMPLE LOCATION

NOTES:

1. CONCENTRATIONS IN mg/L.

2. 0S—2 ANAYLTICAL DATA FROM 1991 TO 2004
INDICATE THAT NO MCLs ARE EXCEEDED.

REFERENCES:

MAP DERIVED FROM U.S.G.S. 7.5 MINUTE
TOPOGRAPHIC QUADRANGLE, TEMPLE, PA.,
DATED 1956, REVISED 1983, AND READING,
PA., DATED 1956, REVISED 1983.

PENNSYLVANIA
[

2000’ 0 2000’
e e ——

APPROX. SCALE IN FEET

FIGURE 4

OFF—SITE GROUNDWATER
QUALITY MAP—BERYLLIUM

EARTH@TECH







JULY 7, 2004

Z|JUN—-91 <0.10

MAY-02 <0.005

NOV-03 <0.0006

> |JUN=91

MAY-02
0CT-03

0.0054
<0.005
£0.0006

T

9413X007.0WG

ToRule Sk

READING CREST
(RC) WELL

JUN-71 0.230

Joun=-71
Z{JUN=-91

MAY-02

0.153
0.0418
0.0125

0.0044

s
bny

[JUN-91  <0.10
MAY—02  <0.005
{0CT-03 €0.0006

)

B eyt

LEGEND:

Sw-24 @ EXISTING SHALLOW MONITORING WELL
DW-25 @ EXISTING DEEP MONITORING WELL

RC @  MUNICIPAL WELL
0S-1 @  SUPPLY WELL

LR-6 M  SURFACE WATER/SEDIMENT
SAMPLE LOCATION

NOTES:

1. CONCENTRATIONS IN mg/L.

2. 0S—2 ANAYLTICAL DATA FROM 1991 TO 2004
INDICATE THAT NO MCLs ARE EXCEEDED.
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2003 RESULTS ARE FOR DISSOLVED
HEXAVALENT CROMIUM. ALL OTHER DATA ARE
DISSOLVED TRIVIALENT CHROMIUM.

REFERENCES:
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DATED 1956, REVISED 1983, AND READING,
PA., DATED 1956, REVISED 1983.
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3.0 PROJECT GOALS AND OBJECTIVES

Given the concerns of the MTA and PADEP regarding the ;;otential impacts of the discharge
from the extraction/treatment system on the aquifer and the existing data indicating an apparent -
abatement of the historical offsite groundwater impacts, the USEPA and NGK have agreed that
further evaluation is necessary to determine whether continued operation of the groundwater
extraction/treatment system is the most appropriate means to meet the requirements of the RCRA
CA program and protect the existing and planned future uses of the aquifer. As the basis for that

evaluation, additional monitoring and studies must be conducted to determine the following:

o the current extent of site-related constituents in on and offsite groundwater, when the

grdundwater recovery/treatment system is not operating;

e the current groundwater receptors related to aquifer usagé and discharge areas

downgradient of the NGK property;

o the degree to which existing MTA production wells may or may not impact migration of

site-related constituents from the NGK property;

o the areal extent of the of the aquifer in which future groundwater usage mlght cause

SRCs beneath the NGK property to migrate off site; and

o whether or not continued groundwater extraction/treatment is needed at the NGK

property to protect the aquifer for current and future use by the MTA.
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— anew monitoring well due south of the NGK properfy, bn the south side of Laurel
Run, bet§veen the stream and the ébandoned quarry where a cave entrance was

located historically.-

e |

The new wells wil}\ drilled to a depth of approximately 200 feet, using a six-inch diameter gir
hammer. The wells will be constructed using Continuous Multichannel Tubing® (CMT). The
CMT is 1.6-inch diameter HDPE tubing divided into discrete channels. Each channel can be can
be pérforated and sand-packed/bentonite sealed at the desired depth interval for monitoring. The
wells will be constructed to monitor shallow, intermediate, and deep zones in the aquifer. The
zbnes to be monitored - will be selected during drilling, on the basis of the occurrence of water

bearing zones and relative water yields.

o Establish four surface water-monitoring locations in Laurel Run: -

— Adjacent to the new well to be located off the southern NGK property boundary;
— Adjacent to the location of the Reading Crest well and NGK well MW-26;

— Adjacent to the new well location that will replace OS-2;

— In the Mammoth Spring discharge area.

The approximate locations are shown on Figure 2. Staff gauges will be installed at these

locations, and surveyed to allow periodic measurement of Laurel Run surface water elevations.

Beginning two weeks after the installation of the new monitoring wells, NGK will conduct an

initial monitorihg event for the SRCs at:

e all onsite monitoring wells, with the exception of: ’
— SW-20, because it is in close proximity to SW-9, which is currently used to
monitor groundwater beneath the center of the RCRA Capped Waste Disposal

Area, and . |
— SW-21 and SW-22, because they are in close proximity to SW-15, which is
currently used to monitor groundwater benéath the northwestern portion of the

site.
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e The new and replacement monitoring wells described above, existing residential well OS-2,
MTA’s Reading Crest Well, the former Berks Products production well, monitoring well
MW-25, and wells MTA-3, 4, 12 and 13, all in the vicinity of the NGK site;

e any monitoring wells selected on the Berks Products and Muhleﬁberg Township

Authority quarry properties; and

e Laurel Run at several locations in the area where groundwater from Mammoth Spring

enters the stream.

NGK will prepare a technical memorandum on the findings of the initial sampling event and
submit it to the USEPA. If the data from the first monitoring event are consistent with the
MTA’s historical data (i.e., if site—relatéd constituents are not detected above MCLs at the MTA
production wells), NGK will seek the USEPA’s approval to shut down the groundwater
extraction/treatment system in anticipation of a quarterly monitoring program to determine

ambient on and offsite groundwater conditions.

Prior to the groundwater extraction/treatment system shutdown, pressure transducers with
dataloggers will be installed in several wells to be agreed upon by NGK and the USEPA. Water
levels will be collected by ‘the dataloggers every hour for two weeks. Then, the data will be
downloaded and evaluated to determine if additional detailed water level measurements are

needed using the dataloggers, and if so, at what time intervals.

After the groundwater extraction/treatment system is shut down, NGK will initiate a quarterly

monitoring program at the monitoring network.

NGK will conduct a minimum of three additional quarters of monitoring for SRCs at all of the
offsite wells, Laurel Run, the karst feature sampling locations, and at onsite wells closest to the
northwest, southwest, and southeast (i.e., downgradient) property boundaries. Imniediately
preceding each sampling event, NGK will measure the groundwater elevations at all on“and

offsite wells, to the extent feasible at each MTA production well, and at the Laurel Run staff
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gauges. NGK will measure groundwater and Laurel Run elevations thereafter on a monthly

basis for the duration of the groundwater monitoring.

The proposed monitoring of the regional aquifer and Laurel Run are expected to be sufficient to
identify any significant offsite migration pathways for the NGK SRCs. Before fluoride levels in
water were subject to regulatory scrutiny, it was frequently used as a tracer in hydrogeologic
studies to determine aquifer flow pathways, as it is not attenuated in groundwater by mechanisms
such as adsorption or biodegradation. Consequently,lthe fluoride beneath the site should serve as

a good tracer for identifying groundwater flow pathways.

At the end of one year of monitoring, technical reports evaluating the results of the quarterly
monitoring events will be prepared and submitted to the USEPA. The reports will include
groundwater table/potentiometric surface maps, with the analyﬁcal results plotted on maps. The
report will include recommendations, as appropriate. For example, additional monitoring may
be recommended if necessary for a complete evaluation. Or, if existing offsite receptors are

impacted, the groundwater extraction/treatment system may be restarted.

4.2 Task 2 - Assess Future Aquifer Protection

In this task, NGK will determine the potential for the existing MTA wells to be impacted by
SRCs in the future and identify areas of the aquifer that can be used for future water supply
development without risk from the NGK SRCs. The data from Tasks 1 and 2 will be used as a

basis for evaluating the aquifer through:
. e construction of a conceptual model of anisotropic flow;

e construction of a regional computer model that takes into account the anisotropic features
(The appropriate model to be used will be selected by NGK, USEPA, and the MTA,

based on the nature of the aquifer);

o development of a model with various potential future water supply pumping scenarios, in

cooperation with the MTA; and
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o design of a sentinel groundwater monitoring program that will provide early warning of
any change in the migration pattern of the NGK SRCs, with provisions for updating that

program as necessary to protect future uses of the aquifer.

4.3 Task 3 - Final Report -

After Tasks 1 and 2 have been completed, NGK will prepare a final report for submission to the
USEPA. The report will include a comprehensive technical assessment of the findings of the
aquifer evaluation, sampling events and groundwater modeling, and a fate and transport analysis
for the SRCs. If appropriate, a risk assessment may be included. Based on the findings of each

task, recommendations will be made for future actions related to the NGK site.
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